BALANCE&REPAIR BEAVUER

BALANCE REPAIR

3-3/8~3-2/4” (85~90mm)
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CONTROL THROWS

Make sure the direction of servo moves correctly. If not
switch the reversing switch on the transmitter. If the
control surface does not move far enough, either move
the pushrod out farther on the servo horn or move the
clevis in farther on the control horn. If the control
surface moves too much, either move the pushrod in on
the servo horn or move the clevis out farther on the

This kind of airplane is far different from the

control horn. Adjust the control throws as the initial traditional wood made airplane covered with
setting as follows: covering, it is all plastic includes the fuselage,
High Low wing and tail feathers. Enclosed in the kit, there is
4 5/8"(15mm)  7/16"(11mm) a repair bag includes a super glue, epoxy and ABS

Aileron : : H
¢ fg ________ . sheets. Use the furnish materials to repair your
58 (15mm)  7116°(11mm) plane if there is any damaged. Cut a proper size of
ABS sheet for the crack area as a patch, sand the
5/8"(16mm) 25/64”(10mm) glue area with 300-400 grit sand paper first, this

will enhance the adhesion. Patch the crack area or
anywhere need to be reinforced with super glue.
Use epoxy instead of super glue if contacts any
foam inside the wing. Check Thunder Tiger
authorized distributors for customer service or
tech supportif any problem is encountered.
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PANTING

Please refer to the following points and carefully proceed the painting procedure.

@ Wash all of the model with soap and water to remove any grease.

@ Sand the entire surface to be painted with wet 400 grit sandpaper.
(You may avoid sanding the aileron, elevator and rudder moving part if you wash them well)

@® Use any fuel resistant paint that you like, we have had good result with “ Isofan” , “ ABF” or two component
polyurethane paint.

@ Test the paint on the small ABS sheet which comes with the kit in the repair bag before you paint on the airplane.

® Make sure the paint and thinner will not melt or damage the ABS sheet.

@® Apply some drops of nitro fuel on the painted ABS sheet to make sure if the paint is fuel resistant.

@ Mask tape is needed for the painting job to cover the unpainted area.

@ Avoid to paint the glue area as CAmay damage the paint and cause bad adhesion.

® Make sure the linkage is smooth; if not ,remove the paint at the linkage area.

@ Always wear mask w/filter when doing the painting job as thinner and paint are harmful to your health.
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Specifications:
Wing Span: 61.75” (1570mm)
Wing Area: 605 sq.in. (39 dm?)

Length: 42.91” (1090mm)
Weight: 6~6.30 Ibs.(28009)
Engine: PRO-46 Req'd

\ Radio: 4CH Req'd /

Warranty

This kit is guaranteed to be free from defects in material and workmanship at the date of purchase.
It does not cover any damage caused by use or modification. The warranty does not extend
beyond the productitself and is limited only to the original cost of the kit. By the act of building this
user-assembled kit, the user accepts all resulting in liability for damage caused by the final
product. If the buyer is not prepared to accept this liability, it can be returned new and unused to
the place of purchase for a refund.
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